
The snom EHS Advanced is an electronic hook switch for 
connecting wireless headsets to your snom 3xx and snom 
8xx phones (snom 300: phones with MAC addresses 
00041328XXXX and higher). 
It enables you to accept and terminate calls to your phone 
on the headset, without having to touch your phone. 

EHS Advanced
Wireless Headset Adapter

• Included: 
 Four cables for connecting the adapter to the phone and  
 to the headset base station
- RJ12-RJ12 (snom 3xx/snom 820 phones GN Netcom/ 
 Jabra base stations)
  - RJ45-RJ12 (snom 3xx/snom 820 phones -  
    Plantronics base stations)
- RJ45-RJ45 (snom 821, snom 870 phones - 
    GN Netcom/Jabra)
- 3.5 mm TRS connectors (snom 821, snom 870 phones -  
    Plantronics base stations)

• Supports various EHS protocols 

• Phone fi rmware requirements:  
  - 3xx:  7.3.30 + bootloader 1.1.3u and higher
  - 8xx:  8.4.32 and higher
• Size, weight of product: 70 x 41 x 23 mm, 32 g
• Size, weight of box with product  and cables:  :  
 165 x 95 x 45 mm, 120 g
• Certifi cations:  CE, FCC
• Product number: P/N 0002362

INTEROPERABILITY
The snom EHS Advanced has been tested and found to be operable with the following wireless headsets 

• GN Netcom/Jabra
  - Jabra PRO 9400 (9460-25-707-101, 9460-29-707-101,  
  9470-26-904-101)
  - Jabra GO6400 (6470-15-207-501)
  - Jabra GN9330 (9337-508-xxx)
  - Jabra GN9350 (9356-607-xxx), Extended Interface 
  und GN Standard Interface
  - Jabra GN9210 (9120-28-xx , 9120-30-xx , 9120-48-xx, 
  9129-808-111, 9129-808-101)
  - GN Ellipse (8837-90-xx)

• Plantronics
  - CS70N (39448-02)
  - CS60 (36995-11)
  - CS351N (39986-02)
  - CS361N (39261-02)
  - Voyager 510 System (72272-45)
  - Savi Offi ce WO200 (79957-0x)
  - Savi Offi ce WO100 (79956-0x)
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